


운전시간은 하우징을 열지않고 쉽게 
조절 할 수 있습니다. 총 잔류 사이클 수 
는 LED를 통해 표시 됩니다.





Fixing bracket with
connector G1/4

: 10100581Order number
: AZ300018Sketch number

Fixing bracket with 
plug-in connector Ø8 straight
Order number: 10100564
Sketch number: AZ300019

Fixing bracket with 
plug-in connector Ø8 90°
Order number: 10100565
Sketch number: AZ300020

4x adapter with plug connector straight
Order number: 10100806
Sketch number: Az300023

4x adapter with plug connector 90°
Order number: 10100810
Sketch number: Az300024

4x adapter with direct connector G1/4
Order number: 10100824
Sketch number: AZ300025

2x adapter with direct connector G1/4
Order number: 10100956
Sketch number: AZ300053

4x adapter with direct connector G1/4
Order number: 10100948
Sketch number: AZ300054

Membrane sticker
Order number: 10100887
Sketch number: Az300049

Sealant
Order number: 10100993

Magnetic-Cap
: 10100765Order number

: Az300050Sketch number
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Single point lubricator BEKAONE
without filling
Order number: 2087 0001

Single point lubricator BEKAONE
with EP-2 filling
Order number: 2087 0002

Other fillings on demand!



Accessories

Plug-in connector 90° - Ø8 - G1/4
Order number: 10100301
Sketch number: AZ300029

Plug-in connector 90° - Ø8 - G1/8
Order number: 10100299
Sketch number: AZ300028

Plug-in connector straight - Ø8 - G1/8
Order number: 10100304
Sketch number: AZ300030

Plug-in connector straight - Ø8 - G1/4
Order number: 10100303
Sketch number: AZ300031

Thread adapter G1/4 - G1/8
Order number: 10100305
Sketch number: AZ300035

Thread adapter G1/4 - G3/8
Order number: 10100306
Sketch number: AZ300036

Thread adapter G1/4 - G1/2
Order number: 10100307
Sketch number: AZ300037

Thread adapter G1/4 - G3/4
Order number: 10100308
Sketch number: AZ300038

Thread adapter G1/4 - M8
Order number: 10100270
Sketch number: AZ300039

Thread adapter G1/4 - M8x1
Order number: 10100271
Sketch number: AZ300040

Thread adapter G1/4 - M10
Order number: 10100272
Sketch number: AZ300041

Thread adapter G1/4 - M10x1
Order number: 10100275
Sketch number: AZ300042

Thread adapter G1/4 - M12
Order number: 10100276
Sketch number: AZ300043

Thread adapter G1/4 - M12x1
Order number: 10100277
Sketch number: AZ300044

Thread extension G1/4 13mm
Order number: 10100468
Sketch number: AZ300045

Thread extension G1/4 27mm
Order number: 10100470
Sketch number: AZ300046

Thread extension G1/4 50mm
Order number: 10100471
Sketch number: AZ300047

Lubricating nipple G1/4 
Order number: 10100499
Sketch number: AZ300026

Lubricating nipple G1/4 
with plug-in connector Ø8
Order number: 10100674
Sketch number: AZ300027

A
dapters + lubricating nipples

Plug connections
Extensions



Brush Ø20 with fixing bracket
: 10100672Order number

 AZ300016Sketch number:

Brush Ø30 with fixing bracket
Order number: 10100673
Sketch number: AZ300017

Brush Ø30 
: 10100600Order number

AZ300009Sketch number: 

Brush Ø20 
: 10100601Order number

 AZ300010Sketch number:

Brush Ø20 with bracket and plug-in connector straight
Order number: 10100670
Sketch number: AZ300014

Brush Ø20 with bracket and plug-in connector 90°
Order number: 10100671
Sketch number: AZ300015

Brush Ø30 with bracket and plug-in connector straight
Order number: 10100668
Sketch number: AZ300012

Brush Ø30 with bracket and plug-in connector 90°
: 10100669Order number

Sketch number: AZ300013

Manual grease gun
Order number: 21590080007
Sketch number: FAZ02255-05

Grease cartridges  Multi purpose grease 
Autol K-2 K-30
Order number: _320002
Low temperature grease
Fuchs Stabyl LT50
Order number: _320255
High performance grease
Total Ceran XM100
Order number: _320259
Low temperature grease
Klüberquiet BQ 72-72

: _320258Order number

Polyamid tube 8x1
Order number: 100120140
(indicate requested length)

Brushes
F

illing

Accessories



필링 및 세팅

필링순서

BekaOne 그리스주유기 위쪽에 있는‘활성화 캡’을
떼어내십시오. ( 활성화 캡 내부에 자석이 있어 약간의
힘으로 쉽게 떼어 낼 수있습니다.)

활성화 캡을 다시 원상태로 붙여 놓으십시오.

①

②

③

④

⑤

세팅
마그네틱 캡을 활성화 필드에 갖다 댄 후 맨하단의

‘빨간색  LED’가  5번 깜박일 때 까지 대고 있습니다.

펌프의 작동시간을 세팅하기 위해 1~2초 동안 캡을 
활성화 필드에서 잠시 멀리 시킵니다.

1~2초 후 다시 필드로 가져간 후, 다음 세팅을 위해 
캡을 필드에 붙인 채 유지하고 있습니다.

이제 초록색 LED 램프가 아래에서 위로 계속 움직이기 
시작합니다.

원하는 윤활시간 값에 초록색 LED 램프가 왔을 때 캡을 
제거하면 됩니다. (상기예시; 12개월)

①

②

③

①

②

③

④

⑤

세팅된 시간 이외에 추가로 윤활을 하고자 할 경우 다음의 
방법으로 진행할 수 있습니다.

마그네틱 캡을 떼어낸 후, 활성화 필드에 갖다 캡을 댄 후 빨간 
램프가 2번 깜빡일 때까지 기다린다.

빨간 램프가 2번 깜빡인 후 캡을 멀리하게 되면 약 7초 동안 
펌프가 강제 운전 됩니다.

싱글 그리스 주유기를 최초 구매 후 윤활제를 보충 한 후에는, 
펌프 레저보어 내에 잔존하는 에어포켓을 완전히 제거하기 
위해 상기 강제윤활을 약 5번 정도 시행해 준다. 

7초 동안 운전 후 약 4초간의 정지시간을 가진 후 다시 한 번 7초 
동안 펌프가 운전하게 되면 추가 윤활 과정을 완료하게 됩니다.

강제윤활

에어포켓
완전 제거!

마그네틱
활성화 캡

Point

MAX 레벨

그리스건의 필링 커플링을 직각으로 연결하십시오.

윤활제를 MAX까지 보충 후 필링 커플링을 제거후
BekaOne 펌프의 니뿔 주변을 깨끗이 닦아주십시오.
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